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Lay brick with completely filled mortar joints.  Make mortar joint thickness at least 3/8" and 1 
no more than 5/8".  Finish joints that will remain exposed after backfill, with a concave 2 
jointer.  Flush cut all other joints. 3 

Use spalls or bats only when shaping around irregular openings.  Place a full brick at the 4 
corner and place the bat in the interior of the course when necessary to finish out a course. 5 

Clean spilled mortar from exposed exterior surfaces not backfilled. 6 

832-5 PROTECTION FROM COLD WEATHER 7 

Refer to Article 830-5. 8 

832-6 MEASUREMENT AND PAYMENT 9 

There will be no direct payment for the work covered by this section. 10 

Payment at the contract unit prices for the various items covered by those sections of the 11 
Specifications directly applicable to the work being constructed will be full compensation for 12 
all work covered by this section. 13 

SECTION 834 14 
BLOCK MASONRY CONSTRUCTION 15 

834-1 DESCRIPTION 16 

This work consists of constructing concrete block masonry.  The requirements of 17 
Sections 840, 858 and 859 will prevail over any conflicting requirements of this section. 18 

834-2 CONCRETE CONSTRUCTION 19 

Construct concrete footings and all other concrete elements of the structure in accordance 20 
with Section 825. 21 

834-3 MORTAR 22 

Machine mix mortar in accordance with Article 1040-9 for at least 90 seconds.  Remove and 23 
dispose of any mortar that has developed initial set or has lost plasticity. 24 

834-4 LAYING CONCRETE BLOCK 25 

Build block masonry plumb and true to the required dimensions.  Stagger vertical joints.  Set 26 
the block with the cells vertical.  Spread mortar on the bearing members and fill the vertical 27 
joints with mortar.  Dampen block when necessary to reduce the rate of absorption. 28 

Make joints straight, level, plumb, and neat at intersection.  Make mortar joint thickness at 29 
least 3/8" and no more than 5/8".  Finish joints that will remain exposed after backfill, with 30 
a concave jointer.  Flush cut all other joints.  Clean exposed exterior surfaces of spilled mortar 31 
that are not backfilled. 32 

834-5 PROTECTION FROM COLD WEATHER 33 

Refer to Article 830-5. 34 

834-6 COMPENSATION 35 

There will be no direct payment for the work covered by this section. 36 

Payment at the contract prices for the various items covered by those sections of the Standard 37 
Specifications directly applicable to the work being constructed will be full compensation for 38 
all work covered by this section. 39 
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